


GRENENTEC Smart Light Series

Patent Pending Induction Type lll Cobra Head Roadway Fixture

GRENENTEC smart Light Fixtures incorporate step-dimming and on/off

Custom Specular
Reflector

Heavy Duty Cast
Aluminum

Type Il Optics

sensor controls for increased pedestrian safety and unmatched energy savings.

e

Polar Candela Distribution IES Recommended Spacing 70W 100W 120W
1.500 1807 1707 160° 1507 140°
Local 280’ 350° 430’
1,250 1307
) Collector 180’ 220° 280’
70 = [ 'Major 110|140 180
=5 ig Expressway/Freeway A 70’ 100’ 120°
250
o - Freeway B 110 150 180
i - Grid Statistics 70W 100W 120W
e ™ | Average 0.3fc  [0.4fc 0.4fc
1000 [ Max 0.8fc |1.2fc 1.3fc
e =i Min 0.1fc 0.1fc 0.1fc
1.500 R
W-0°H  [1-1805H M - MaxCor 77.50 H Max/Min 8.0 12.0 13.0
8 -%0°H Avg/Min 3.0 4.0 4
100 Watt GRENENTEC Cobra Head 120 Watt GRENENTEC Cobra Head
.7 “-& 0.6 0.5 Sl 1 ﬂ 1.0 0.9 Gn—ai 1 1.& 1.0 0.9
0.5 n.ﬂ 0.4 0.3 0.8 0.7 0.6 n.,-f 0.8 0.7 0.6 0.5
e u_ﬂ R 0.3 u.ﬂ 0.3 0.2 0.3 u_ﬂ 0.3 0.3
0.2 0. 0.2 D.El 0.2 0. 0.z ula
; 0.1 0. 0.1 0.1 - 0.1 n_% 0.2 n_zl L 0.1 0. 0.2 0.2
= =
Il R 2 01 04 o2 o 3 o E
. 0.2 0.2 0.2 0.2
u-z u- u-z u-z n-z n- u-z u-z
ﬂ 0.3 nj 0.3 0.2 0.3 “-ﬂ 0.3 0.3
0S8 S R 0.8 ﬂ-'ﬂ 0.6 0.5 0.8 0. 0.6 0.5
Gr-db7 n.ﬂ 0.6 0.5 G-l 1.11 1.0 n.nl N AP ,_;.n 1.0 0.9 .

Legal Notice: Full Spectrum Solutions owns proprietary rights in the GRENENTEC Smart Light Series of fixtures in the form of pending patent applications in the US and PCT applications for International
protection. One or more features of this system may be protected by one or more patent applications. Patent questions can be addressed in writing to the Law offices of: Lowe, Hauptman, Ham & Berner,
LLP located at Suite 300, 1700 Diagonal Road, Alexandria, Virginia 22314 -- Patent Attorneys.
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